
Aisle Containment Controller for Automatic Top
Cover

Data Solutions

 

Control unit for automatic opening aisle containment top
cover.

CERTIFICATIONS

VLASTNOSTI

Control unit for up to 12 automatic top covers

Inputs: External 24 VDC power supply unit required, please order separately; 2 floating contacts for connecting to a fire
detection system and another opening/test button

Output: 24 VDC connection for the control and voltage supply of up to 12 automatic enclosure top covers, which can be
connected in series

SPECIFIKACE

Table 1/1

Katalogové
číslo

Barva Works With Rack Height Výška Šířka
Množství v
balení

23130-205
Black

Aisle
Containment

1U 45mm 450mm 1

 
We connect and protect

https://origin-nvent.nvent.com/cs-cz/data-solutions/products/enc23130-205


DALŠÍ PODROBNOSTI O PRODUKTU

A 24 VDC power supply unit is required to operate the system. Please order separately.

UPOZORNĚNÍ
Produkty nVent musí být instalovány a používány pouze tak, jak je uvedeno v instrukčních listech a materiálech pro školení
nVent. Instrukční listy jsou k dispozici na www.nvent.com a od vašeho zástupce zákaznického servisu nVent. Nesprávná
instalace, zneužití, nesprávné použití nebo jiný nedostatek úplného dodržování pokynů a varování nVent může způsobit
selhání produktu, poškození majetku, vážné zranění osob a smrt a/nebo zrušit vaši záruku.
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