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The stainless steel pipe inserts with ID 1" each come with a
pair of ratiometric liquid coolant sensors. The sensors
connect directly to the RackChiller Rear Door Controller.
This enables monitoring of the coolant thermal properties
and cooling. performance, as well as additional temperature
control features.

VLASTNOSTI

Return sensors: coolant flow and temperatures
Enables the controller to modulate the flow based on return temperature
Water control unit with water flow, temperature sensor

Both pipe inserts made of stainless steel which can be bolted to the base plate to ensure high EMC and IP

SPECIFIKACE
Table 1/1
Katalogové cislo Works With MnozZstvi v baleni
23130-663
Varistar, Varistar CP 1

DALSIi PODROBNOSTI O PRODUKTU

LHX+ Controller required.

UPOZORNENI

Produkty nVent musi byt instalovany a pouzivany pouze tak, jak je uvedeno v instrukcnich listech a materialech pro Skoleni

nVent. Instrukeni listy jsou k dispozici na www.nvent.com a od vaseho zastupce zakaznického servisu nVent. Nespravna
instalace, zneuZiti, nespravné pouziti nebo jiny nedostatek Uplného dodrzovani pokyn( a varovani nVent mize zplsobit
selhani produktu, poskozeni majetku, vazné zranéni osob a smrt a/nebo zrusit vasi zaruku.


https://origin-nvent.nvent.com/cs-cz/data-solutions/products/enc23130-663
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