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Single Temperature Sensor

Data Solutions

Single Temperature Probe Sensor for nVent SCHROFF
RackPower PDU's.

VLASTNOSTI

Single Temperature Sensor

With 2 Meter cable and integrated magnet for easy mounting
For RackPower RP1xxx, RP2xxx, RP6xxx Series PDU's

Hot pluggable for easy integration

Temperature Measuring Range 0 to 65 °C

Temperature Measuring Accuracy +- 2 %

SPECIFIKACE
Table 1/1
L . . L. ; Removable Input
Katalogové ¢islo  Works With Vyska MnozZstvi v baleni Plug Type Cable
EA9102
RackPower 270mm 1 RJ45 No
UPOZORNENI

Produkty nVent musi byt instalovany a pouZzivany pouze tak, jak je uvedeno v instrukénich listech a materialech pro Skoleni
nVent. Instrukéni listy jsou k dispozici na www.nvent.com a od vaseho zastupce zakaznického servisu nVent. Nespravna
instalace, zneuZiti, nespravné pouziti nebo jiny nedostatek Uplného dodrzovani pokyn( a varovani nVent mize zpUsobit
selhani produktu, poSkozeni majetku, vazneé zranéni osob a smrt a/nebo zrusit vasi zaruku.


https://origin-nvent.nvent.com/cs-cz/data-solutions/products/encea9102
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