
RackPower Spot Leak Detection Sensor

Power Utilities

 

Spot Fluid Leak Sensor to detect punctual leak for nVent
SCHROFF RackPower PDU's.

VLASTNOSTI

Spot Fluid Leak Sensor to detect punctual leak

5 m Connection Cable

For RackPower RP1xxx, RP2xxx, RP6xxx Series PDU's

Hot pluggable for easy integration

Operating Temperature range 0 to 65 °C

Measuring Range < 2 MOHMS PER CM

SPECIFIKACE

Table 1/1

Katalogové číslo Typ Works With

EA9111
Leak Detection RackPower

UPOZORNĚNÍ
Produkty nVent musí být instalovány a používány pouze tak, jak je uvedeno v instrukčních listech a materiálech pro školení
nVent. Instrukční listy jsou k dispozici na www.nvent.com a od vašeho zástupce zákaznického servisu nVent. Nesprávná
instalace, zneužití, nesprávné použití nebo jiný nedostatek úplného dodržování pokynů a varování nVent může způsobit
selhání produktu, poškození majetku, vážné zranění osob a smrt a/nebo zrušit vaši záruku.

 
We connect and protect

https://origin-nvent.nvent.com/cs-cz/power-utilities/products/encea9111
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