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The stainless steel pipe inserts with ID 1" each come with a
pair of ratiometric liquid coolant sensors. The sensors
connect directly to the RackChiller Rear Door Controller.
This enables monitoring of the coolant thermal properties
and cooling. performance, as well as additional temperature
control features.

FUNKTIONER

Return sensors: coolant flow and temperatures
Enables the controller to modulate the flow based on return temperature
Water control unit with water flow, temperature sensor

Both pipe inserts made of stainless steel which can be bolted to the base plate to ensure high EMC and IP

SPECIFIKATIONER

Table 1/1

Katalognummer Works With Pakke mangde

23130-663
Varistar, Varistar CP 1

YDERLIGERE PRODUKTOPLYSNINGER

LHX+ Controller required.

ADVARSEL

nVent-produkter skal kun installeres og anvendes som angivet i nVents produktvejledninger og traeningsmaterialer.
Vejledninger er tilgaengelige pd www.nvent.com og hos din nVent kundeservicerepraesentant. Forkert installation, misbrug,
fejlanvendelse eller anden undladelse af fuldt ud at fglge nVents instruktioner og advarsler kan medfgre funktionsfejl,
materielle skader, alvorlige personskader eller dgd og/eller ugyldigggre din garanti.



https://origin-nvent.nvent.com/da-dk/data-solutions/products/enc23130-663
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