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RackPower Dry Contact Cable

Energieversorger

Dry Contact Cable to connect I/0 sensors e.g. smoke for
nVent SCHROFF RackPower PDU's.

EIGENSCHAFTEN

Dry Contact Cable to connect I/0 sensors e.g. smoke

1T m Cable to Sensor box with integrated magnet for easy mounting and 1.8 m connection Cable
For RackPower RP1xxx, RP2xxx, RP6xxx Series PDU's

Hot pluggable for easy integration

Operating Temperature range 0 to 65 °C

SPEZIFIKATIONEN

Table 1/1
Katalognummer Typ Kompatibel mit
EA9110
Dry Contact Rackpower
WARNUNG

nVent-Produkte missen in Ubereinstimmung mit den Produktinformationsblattern und dem Schulungsmaterial von nVent
installiert und verwendet werden. Informationsblatter sind verfiigbar unter www.nVent.com sowie bei lhrem nVent-
Kundendienstvertreter. UnsachgemalRe Installation, Missbrauch, Fehlanwendung oder andere Handlungen im Widerspruch zu
den Anweisungen und Warnungen von nVent kénnen zu Fehlfunktionen, Anlagenschaden, schwerer Korperverletzung sowie
zum Tod fihren und/oder haben die Annullierung der Garantie zur Folge.


https://origin-nvent.nvent.com/de-at/power-utilities/products/encea9110
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