
Speedway Kabelleiter Kreuzung

 

ZERTIFIZIERUNGEN

MERKMALE

4-Wege Kreuzung für Kabelrinne

Optimale Unterstützung für leistungsstarke Niederspannungs- und Datenkabel

Innovatives, integriertes SPEEDLOK Verbindungssystem

Sicherheitsecken schützen die Kabel während der Installation

Durch Gelochte Seitenwände wird das Bohren duch die Seitenwände bei Längenanpassung der Leiter vermieden

IEC 61537-konforme Nennlast und Erdung

Reaktionsschnelle Design- und Layoutleistungen, einschließlich seismischer Dienste

SPEZIFIKATIONEN

Oberfläche: Feuerverzinkt

Material: Stahl

Table 1/2

Katalognumme
r

Artikelnummer Breite (W) A B C D

 
We connect and protect



CL110X150ECH
D 840800 150 mm 900 mm 530 mm 771 mm 80 mm

CL110X300ECH
D 840810 300 mm 1050 mm 530 mm 983 mm 80 mm

CL110X450ECH
D 840820 450 mm 1200 mm 530 mm 1195 mm 80 mm

CL110X600ECH
D 840830 600 mm 1350 mm 530 mm 1407 mm 80 mm

CL110X750ECH
D 840840 750 mm 1500 mm 530 mm 1619 mm 80 mm

CL110X900ECH
D 840850 900 mm 1650 mm 530 mm 1831 mm 80 mm

Table 2/2

Katalognummer Artikelnummer E

CL110X150ECHD
840800 110 mm

CL110X300ECHD
840810 110 mm

CL110X450ECHD
840820 110 mm

CL110X600ECHD
840830 110 mm

CL110X750ECHD
840840 110 mm

CL110X900ECHD
840850 110 mm
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https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x150echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x150echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x300echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x300echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x450echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x450echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x600echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x600echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x750echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x750echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x900echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x900echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x150echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x300echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x450echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x600echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x750echd
https://origin-nvent.nvent.com/de-ch/caddy/products/efscl110x900echd
https://www.nvent.com/caddy


DIAGRAMME

WARNUNG
nVent-Produkte müssen in Übereinstimmung mit den Produktinformationsblättern und dem Schulungsmaterial von nVent
installiert und verwendet werden. Informationsblätter sind verfügbar unter www.nVent.com sowie bei Ihrem nVent-
Kundendienstvertreter. Unsachgemäße Installation, Missbrauch, Fehlanwendung oder andere Handlungen im Widerspruch zu
den Anweisungen und Warnungen von nVent können zu Fehlfunktionen, Anlagenschäden, schwerer Körperverletzung sowie
zum Tod führen und/oder haben die Annullierung der Garantie zur Folge.
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