
 

Connection Kit, Cold-Applied

 

nVent RAYCHEM C25-100 is a cold-applied core sealer kit
suitable as power connection for all nVent RAYCHEM self-
regulating and power-limiting industrial parallel heating
cables.

CARACTERÍSTICAS

Simple and fast to install

Cold-applied: core sealing boot with non-curing sealant; no heat gun, no hot work permit needed

One component for all nVent RAYCHEM industrial parallel heating cables

Simplified design in hazardous area, integral part of system approval

Reliable during long life: 10 year extended product warranty available, maintenance free

ESPECIFICACIONES

Table 1/1

Número de
catálogo

Nombre del
artículo

Model Tipo de conexión Tamaño de rosca
Max Exposure
Temperature

263012-000
C25-100

Connection to
Junction Box

Cold Applied M25 110 °C

ADVERTENCIA
Los productos nVent deben instalarse y usarse solo como se indica en las hojas de instrucciones y materiales de
capacitación del producto nVent. Las hojas de instrucciones están disponibles en www.nvent.com y con su representante de
atención al cliente de nVent. La instalación incorrecta, el mal uso, la aplicación incorrecta u otras fallas en el seguimiento
completo de las instrucciones y advertencias de nVent pueden causar el mal funcionamiento del producto, daños a la
propiedad, lesiones corporales graves y la muerte y/o anular la garantía.

https://origin-nvent.nvent.com/es-es/raychem/products/thm263012-000
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Our powerful portfolio of brands:

RAYCHEM PYROTENAX TRACER NUHEAT 22
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