
 

ProtoNode

 

nVent RAYCHEM PROTONODE-RER is a range of external,
high performance multi-protocol gateways for customers
needing protocol translation between building management
systems (BMS) using BACnet® or Metasys® N2 and the
RAYCHEM C910-485, ACS-30, TT-TS12 and TTSIM
controllers.

CARACTERÍSTICAS

Flexible and versatile

Reliable: BTL Certification by BACnet International

Interoperable: multi-client and multi-server support for any industrial or building automation protocols

Flash upgradable

Reliable during long life: 2 year product warranty available

ESPECIFICACIONES

Table 1/1

Número de catálogo Nombre del artículo Control Module

2000004256
PROTONODE-RER-1.5K

6 x C910-485, 6 x TT-TS12, 100 x
TTSIM, 5 x ACS-PCM2-5

2000004257
PROTONODE-RER-10K 34 x ACS-PCM2-5

ADVERTENCIA
Los productos nVent deben instalarse y usarse solo como se indica en las hojas de instrucciones y materiales de
capacitación del producto nVent. Las hojas de instrucciones están disponibles en www.nvent.com y con su representante de
atención al cliente de nVent. La instalación incorrecta, el mal uso, la aplicación incorrecta u otras fallas en el seguimiento
completo de las instrucciones y advertencias de nVent pueden causar el mal funcionamiento del producto, daños a la
propiedad, lesiones corporales graves y la muerte y/o anular la garantía.

https://origin-nvent.nvent.com/es-es/raychem/products/thm2000004256
https://origin-nvent.nvent.com/es-es/raychem/products/thm2000004257


Norteamérica
Tel +1.800.545.6258
Fax +1.800.527.5703
thermal.info@nvent.com

 

Europe, Middle East,
Africa
Tel +32.16.213.511
Fax +32.16.213.604
thermal.info@nvent.com

 

Asia Pacific
Tel +86.21.2412.1688
Fax +86.21.5426.3167
cn.thermal.info@nvent.com

 

Latinoamérica
Tel +1.713.868.4800
Fax +1.713.868.2333
thermal.info@nvent.com

Our powerful portfolio of brands:
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