
 

Connection Box, 3 Hole/2 Plug, CID1

 

nVent RAYCHEM HAK-JB3-100 is a junction box with three
entries and is FM approved for CID1 hazardous locations.
Requires one pipe strap and a universal mounting bracket
(UMB) to be ordered separately.

CARACTERÍSTICAS

Simple and fast to install

Reliable during long life: 10 year product warranty available, maintenance free

ESPECIFICACIONES

Table 1/2

Número de
catálogo

Nombre del
artículo

Material Clasificación IP NEMA Rating
For Ex-Zone
Dust

For Ex-Zone
Gas

325295-000
HAK-JB3-100 Aluminium IP66 4X 21, 22 1, 2

Table 2/2

Número de catálogo Nombre del artículo Altura Ancho Profundidad

325295-000
HAK-JB3-100 143 mm 138 mm 130 mm

ADVERTENCIA
Los productos nVent deben instalarse y usarse solo como se indica en las hojas de instrucciones y materiales de
capacitación del producto nVent. Las hojas de instrucciones están disponibles en www.nvent.com y con su representante de
atención al cliente de nVent. La instalación incorrecta, el mal uso, la aplicación incorrecta u otras fallas en el seguimiento
completo de las instrucciones y advertencias de nVent pueden causar el mal funcionamiento del producto, daños a la
propiedad, lesiones corporales graves y la muerte y/o anular la garantía.

https://origin-nvent.nvent.com/es-gt/raychem/products/thm325295-000
https://origin-nvent.nvent.com/es-gt/raychem/products/thm325295-000
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Our powerful portfolio of brands:

RAYCHEM PYROTENAX TRACER NUHEAT 22
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