
 

Zener Barrier

 

nVent RAYCHEM TraceTek TT-ZENER-BARRIER is a range
of protective safety barriers for use when sensing cables
need to be installed in hazardous Class 1 Divison 1 (or Zone
1) areas. The zener barrier is installed between the alarm
module and the sensing cable. The safety barrier ensures
that, even if the alarm module suffers a multiple failure, the
energy transferred to the sensing cable (and thus to the
hazardous area) will remain below explosive ignition levels,
thus reducing the risk of fire or explosion.

CARACTERÍSTICAS

Simple and fast to install

ESPECIFICACIONES

Número de catálogo Nombre del artículo

P000000553
TT-ZENER-BARRIER-7767

P000001524
TT-ZENER-BARRIER-7764

ADVERTENCIA
Los productos nVent deben instalarse y usarse solo como se indica en las hojas de instrucciones y materiales de
capacitación del producto nVent. Las hojas de instrucciones están disponibles en www.nvent.com y con su representante de
atención al cliente de nVent. La instalación incorrecta, el mal uso, la aplicación incorrecta u otras fallas en el seguimiento
completo de las instrucciones y advertencias de nVent pueden causar el mal funcionamiento del producto, daños a la
propiedad, lesiones corporales graves y la muerte y/o anular la garantía.

https://origin-nvent.nvent.com/es-mx/raychem/products/thmp000000553
https://origin-nvent.nvent.com/es-mx/raychem/products/thmp000001524
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Our powerful portfolio of brands:

RAYCHEM PYROTENAX TRACER NUHEAT 22
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