
PMC Mezzanine Front Panel, Non-Shielded

Centrale d’électricité

 

Mezzanine front panel is fitted into PMC front panel cut-
outs. Available in different treatments.

CERTIFICATIONS

CARACTÉRISTIQUES

Mezzanine front panel is fitted into PMC front panel cut-outs

EMC shielding with conductive O-ring

LES CARACTÉRISTIQUES TECHNIQUES

Table 1/2

Référence
catalogue

Type Montage EMC Shielding Matériau Front Finish Rear Finish

20835-899 Front Panel
without Handle

Screw-on Front
No
(Retrofittable)

Aluminium Chrome Plated Chrome Plated

Table 2/2

Référence
catalogue

Treated Edges Hauteur Largeur Conformité à Package Quantity

 
We connect and protect

https://origin-nvent.nvent.com/fr-fr/power-utilities/products/enc20835-899


20835-899
Oui 74 mm 12.7 mm

PMC Mezzanine,
IEEE P1386

10

AVERTISSEMENT
Les produits nVent doivent être installés et utilisés conformément aux consignes figurant dans les fiches d’instructions et
les documents de formation des produits nVent. Les fiches d’instructions sont disponibles à l’adresse suivante :
www.nvent.com et auprès de votre représentant du service client nVent. Une mauvaise installation, une utilisation incorrecte,
une application erronée ou toute autre forme de non-respect scrupuleux des instructions et avertissements de nVent
peuvent entraîner un dysfonctionnement du produit, des dommages matériels, des lésions corporelles graves et le décès
et/ou annuler votre garantie.
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