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RackPower 3x Temperature and 1x Humidity

Sensor

Centrale d’électricité

REFERENCE CATALOGUE

EA9105

3x Temperature and 1x Humidity Probe Sensor for nVent
SCHROFF RackPower PDU's.

CARACTERISTIQUES

3x Temperature and 1x Humidity Sensor

With 2 Meter cable and integrated magnet for easy mounting
For RackPower RPTxxx, RP2xxx, RP6xxx Series PDU's

Hot pluggable for easy integration

Temperature Measuring Range 0 to 65 °C

Temperature Measuring Accuracy + 2 %

Humidity Measuring Range 10-90% RH, Non-Condensing
Humidity Measuring Accuracy +- 5 %

Second and Third Temperature Sensor with 950 mm cable

CARACTERISTIQUES DU PRODUIT

Product Type: Sensor
Type: Temperature and Humidity

Works With: RackPower

AVERTISSEMENT

Les produits nVent doivent étre installés et utilisés conformément aux consignes figurant dans les fiches d'instructions et
les documents de formation des produits nVent. Les fiches d’instructions sont disponibles a I'adresse suivante :




www.nvent.com et aupres de votre représentant du service client nVent. Une mauvaise installation, une utilisation incorrecte,
une application erronée ou toute autre forme de non-respect scrupuleux des instructions et avertissements de nVent
peuvent entrainer un dysfonctionnement du produit, des dommages matériels, des Iésions corporelles graves et le déces
et/ou annuler votre garantie.
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