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Front Panel EMC Textile Shielding Kit, -

40...+70°C, 3 U, 10 Pieces

Servizi di distribuzione di energia
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The textile EMC gaskets are inserted into a slot on the right hand side of the U-shaped front panels. The gaskets are glued
to the front panel.

CERTIFICAZIONI

RSHS

COMPLIANT

CARATTERISTICHE

Textile EMC gasket is affixed laterally on the front panel or in the groove of the right-hand profile as appropriate.

Profile seal is bonded onto the contact surface of the 19" bracket or of the rear angle and sets up the conductive
connection to the U-shaped front panels

Temperature range -40 °C ... +70 °C



CARATTERISTICHE DEL PRODOTTO
Product Type: Shielding Kit

Product Family: EuropacPRO; RatiopacPRO; RatiopacPRO AIR; PropacPRO; Frame Type Plug-In Unit
Rack Height: 3 U

Package Quantity: 10

ADDITIONAL PRODUCT DETAILS

EMC gaskets (textile) are required for shielding the front panels.

AVVERTENZA

AVVERTENZA: i prodotti nVent devono essere installati e usati solo secondo le indicazioni riportate nei fogli delle istruzioni

del prodotto nVent e nei materiali di formazione. | fogli di istruzioni sono disponibili sul sito www.nvent.com e presso il
vostro rappresentante locale dell’assistenza clienti di nVent. Un'installazione scorretta, 'uso improprio, I'applicazione errata
o altre inosservanze delle istruzioni e delle avvertenze di nVent possono causare un malfunzionamento del prodotto, danni
alle proprieta, lesioni corporee gravi e morte e/o I'annullamento della garanzia.
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