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RackPower Single Temperature and Humidity

Sensor

Servizi di distribuzione di energia

NUMERO CATALOGO

EA9103

Single Temperature and Humidity Probe Sensor for nVent
SCHROFF RackPower PDU's.

CARATTERISTICHE

Single Temperature and Humidity Sensor

With 2 Meter cable and integrated magnet for easy mounting
For RackPower RPTxxx, RP2xxx, RP6xxx Series PDU's

Hot pluggable for easy integration

Temperature Measuring Range 0 to 65 °C

Temperature Measuring Accuracy + 2 %

Humidity Measuring Range 10-90% RH, Non-Condensing

Humidity Measuring Accuracy +- 5 %

CARATTERISTICHE DEL PRODOTTO

Product Type: Sensor
Type: Temperature and Humidity

Works With: RackPower

AVVERTENZA

AVVERTENZA: i prodotti nVent devono essere installati e usati solo secondo le indicazioni riportate nei fogli delle istruzioni

del prodotto nVent e nei materiali di formazione. | fogli di istruzioni sono disponibili sul sito www.nvent.com e presso il
vostro rappresentante locale dell’assistenza clienti di nVent. Un’installazione scorretta, 'uso improprio, I'applicazione errata



o0 altre inosservanze delle istruzioni e delle avvertenze di nVent possono causare un malfunzionamento del prodotto, danni
alle proprieta, lesioni corporee gravi e morte e/o I'annullamento della garanzia.
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