nVént

EM2-XR Connection And End Seal Kit For

Junction Box

ISS

CARATTERISTICHE

nVent RAYCHEM EM2-XR CE32-02 is a connection and end
seal kit for use when circuits are greater than 32 A and the
cold lead cable is limited to 5 m. In this case, an
intermediate connection is made to a junction box.

Simple and fast to install

SPECIFICHE
Table 1/1
. . . . Dimensioni delle
Numero catalogo Nome articolo Model Tipo di connessione .
filettature
1244-001520 Connection to Heat Shrinking
CE32-02 i i M32
Junction Box Technique

AVVERTENZA

AVVERTENZA: i prodotti nVent devono essere installati e usati solo secondo le indicazioni riportate nei fogli delle istruzioni

del prodotto nVent e nei materiali di formazione. | fogli di istruzioni sono disponibili sul sito www.nvent.com e presso il

vostro rappresentante locale dell’assistenza clienti di nVent. Un'installazione scorretta, 'uso improprio, I'applicazione errata

o0 altre inosservanze delle istruzioni e delle avvertenze di nVent possono causare un malfunzionamento del prodotto, danni

alle proprieta, lesioni corporee gravi e morte e/o I'annullamento della garanzia.


https://origin-nvent.nvent.com/it-ch/raychem/products/thm1244-001520
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