
 

Fast Fuel Sensor Tester

 

nVent RAYCHEM TraceTek TT-FFS PROBE TESTER is a
battery powered device for testing nVent RAYCHEM
TraceTek TT-FFS sensor probes in ordinary areas.

CARATTERISTICHE

Simple to use: for probes with metal connectors, the tester connects directly, otherwise alligator clips are used

Visual indication: flashing red LEDs indicate the different operational conditions of the TT-FFS Probe

Battery monitoring: a flashing signals indicates low voltage for battery replacement

SPECIFICHE

Table 1/1

Numero catalogo Nome articolo
Projected Battery
Life

Battery
Information

Ambient
Temperature

Weight

P000001048 TT-FFS-PROBE-
TESTER

1 Year - Nominal AA −20 to 40 °C 0.3 kg

AVVERTENZA
AVVERTENZA: i prodotti nVent devono essere installati e usati solo secondo le indicazioni riportate nei fogli delle istruzioni
del prodotto nVent e nei materiali di formazione. I fogli di istruzioni sono disponibili sul sito www.nvent.com e presso il
vostro rappresentante locale dell’assistenza clienti di nVent. Un’installazione scorretta, l’uso improprio, l’applicazione errata
o altre inosservanze delle istruzioni e delle avvertenze di nVent possono causare un malfunzionamento del prodotto, danni
alle proprietà, lesioni corporee gravi e morte e/o l’annullamento della garanzia.

https://origin-nvent.nvent.com/it-ch/raychem/products/thmp000001048
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Our powerful portfolio of brands:

RAYCHEM PYROTENAX TRACER NUHEAT 22
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