
 

SM-TF130-DI Plug-In Sensor Module for
Elexant 650c-Modbus

 

nVent Raychem SM-TF130-DI module is designed to operate only with Elexant 650c-Modbus controller. It provides
additional digital and analog inputs to use for the panel alarm and ice rain feature.

CARATTERISTICHE

Used with Elexant 650c-Modbus enables an option of panel alarm via additional digital input

Used with Elexant 650c-Modbus enables ice rain feature - preheating the surface to prevent the issue of freezing rain (for
surface snow melting application only).

SPECIFICHE

Table 1/1

Numero catalogo Nome articolo Comunicazione Hazardous Area

1244-022836
SM-TF130-DI No No

AVVERTENZA
AVVERTENZA: i prodotti nVent devono essere installati e usati solo secondo le indicazioni riportate nei fogli delle istruzioni
del prodotto nVent e nei materiali di formazione. I fogli di istruzioni sono disponibili sul sito www.nvent.com e presso il
vostro rappresentante locale dell’assistenza clienti di nVent. Un’installazione scorretta, l’uso improprio, l’applicazione errata
o altre inosservanze delle istruzioni e delle avvertenze di nVent possono causare un malfunzionamento del prodotto, danni
alle proprietà, lesioni corporee gravi e morte e/o l’annullamento della garanzia.

https://origin-nvent.nvent.com/it-ch/raychem/products/thm1244-022836
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