
 

TM20 Mechanical Thermostat

 

nVent RAYCHEM T-M-20-S is a surface sensing thermostat
providing temperature control and temperature limiter in
safe areas. Available in 3 temperature ranges. 0–100 °C;
0–200 °C; 50–300 °C.

CARATTERISTICHE

Easy to use: temperature set point adjustment and limiter reset without opening the enclosure, via removable plugs in the
lid

Direct connection of the heating cable

Enclosure protection: both 2 meter long stainless steel fluid filled bulb and capillary are protected at the enclosure by a
flexible conduit

High limit cut-out: to prevent the heating system exceeding a preset maximum temperature should the control function fail
to operate or an unsafe process temperature occur

SPECIFICHE

Hysteresis/Differential: 2,5% of temperature range

Max Voltage: 230 V

Controller Switching Capacity: Max 16 A @ 230 VAC

Limiter Switching Capacity: Max 16 A @ 230 VAC

Thermostat Type: Mechanical Thermostat

Table 1/1

Numero catalogo Nome articolo
Controller Temperature
Setting

Limiter Temperature Setting

1244-022642
T-M-20-S/0+100C 0 – 100 °C 20 – 150 °C

1244-022643
T-M-20-S/0+200C 0 – 200 °C 130 – 200 °C

1244-022644
T-M-20-S/+50+300C 50 – 300 °C 20 – 400 °C

https://origin-nvent.nvent.com/it-ch/raychem/products/thm1244-022642
https://origin-nvent.nvent.com/it-ch/raychem/products/thm1244-022643
https://origin-nvent.nvent.com/it-ch/raychem/products/thm1244-022644


AVVERTENZA
AVVERTENZA: i prodotti nVent devono essere installati e usati solo secondo le indicazioni riportate nei fogli delle istruzioni
del prodotto nVent e nei materiali di formazione. I fogli di istruzioni sono disponibili sul sito www.nvent.com e presso il
vostro rappresentante locale dell’assistenza clienti di nVent. Un’installazione scorretta, l’uso improprio, l’applicazione errata
o altre inosservanze delle istruzioni e delle avvertenze di nVent possono causare un malfunzionamento del prodotto, danni
alle proprietà, lesioni corporee gravi e morte e/o l’annullamento della garanzia.
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