We connect and protect

This leak detection package extends the Varistar LHX+ 45
In-Rack and the RackChiller In-Row 45 with the capability to
detect leaks within the device. The rope sensor is installed
at the rim of the condensate tray to minimize false alarms

through condensate water or similar.
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CARATTERISTICHE
Leak detection equipment for LHX+ 45 In-Rack or RackChiller In-Row 45

Rope sensor to be installed at device's bottom panel

Includes leak detection module and accessories

SPECIFICHE
Table 1/1

Codice a catalogo Quantita nella confezione

24630-168

INFORMAZIONI DI PRODOTTO AGGIUNTIVE

Works only with Varistar LHX+ 45 In-Rack and RackChiller In-Row 45

This package needs to be installed into the cooler prior to commissioning of the device. It can not be retorfitted once the

cooler is surrounded with racks


https://origin-nvent.nvent.com/it-it/data-solutions/products/enc24630-168

AVVERTIMENTO

| prodotti nVent devono essere installati e utilizzati solo come indicato nelle schede istruzioni e nei materiali di formazione di
nVent. Le schede istruzioni sono disponibili su www.nvent.com e presso il vostro rappresentante del servizio clienti nVent.
Un'installazione scorretta, un uso improprio, un'applicazione errata o qualsiasi altro mancato rispetto completo delle
istruzioni e degli avvertimenti di nVent pud causare malfunzionamenti del prodotto, danni alla proprieta, gravi lesioni
personali e morte e/o annullare la vostra garanzia.
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