
 

Fixing Tape

 

nVent RAYCHEM GT-66 is a glass installation tape to attach
trace heating cables to pipes. For use on stainless steel, or
when installation temperatures drop below 40 °F /5 C°, use
GS-54 fixing tape. AT-180 / ATE-180 aluminum tape is used
to attach heating cables and thermostat sensors to pipes
and tanks.

CARATTERISTICHE

Simple and fast to install

SPECIFICHE

Table 1/1

Numero catalogo Nome articolo Larghezza Lunghezza
Suitable for Stainless
Steel Pipes

846243-000
ATE-180 63.5 mm 55 m Sì.

C77221-000
GS-54 12.7 mm 16.5 m Sì.

C77220-000
GT-66 12.7 mm 20 m No

AVVERTENZA
AVVERTENZA: i prodotti nVent devono essere installati e usati solo secondo le indicazioni riportate nei fogli delle istruzioni
del prodotto nVent e nei materiali di formazione. I fogli di istruzioni sono disponibili sul sito www.nvent.com e presso il
vostro rappresentante locale dell’assistenza clienti di nVent. Un’installazione scorretta, l’uso improprio, l’applicazione errata
o altre inosservanze delle istruzioni e delle avvertenze di nVent possono causare un malfunzionamento del prodotto, danni
alle proprietà, lesioni corporee gravi e morte e/o l’annullamento della garanzia.

https://origin-nvent.nvent.com/it-it/raychem/products/thm846243-000
https://origin-nvent.nvent.com/it-it/raychem/products/thmc77221-000
https://origin-nvent.nvent.com/it-it/raychem/products/thmc77220-000
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Our powerful portfolio of brands:

RAYCHEM PYROTENAX TRACER NUHEAT 22

mailto:thermal.info@nvent.com
mailto:thermal.info@nvent.com
mailto:cn.thermal.info@nvent.com
mailto:thermal.info@nvent.com

