nVént

Modular Branch Connector, Plastic Connectors
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CARATTERISTICHE

nVent RAYCHEM TraceTek TT-MBC-PC is a modular branch
connector used to create tee branches in leak detection

sensing cables. This version is provided with plastic

connectors. Contains weighted resisitors that simulate 4.5
m / 15 ft of sensing cable on the end and branch legs.

Simple and fast to install: small, lightweight

Easy to design

Reliable during long life: 10 year product warranty available, maintenance free

SPECIFICHE
Table 1/2
Numero X Materiale del Connector Dimensioni Materiale Outer Sheath
Nome articolo . .
catalogo terminale Type conduttore conduttore Material
847529-000
TT-MBC-PC Plastica T-Branch 18 AWG Rame ECTFE
Table 2/2
Numero catalogo Nome articolo Lunghezza Colore
847529-000
TT-MBC-PC 470 mm Clear Jacket
AVVERTENZA

AVVERTENZA: i prodotti nVent devono essere installati e usati solo secondo le indicazioni riportate nei fogli delle istruzioni

del prodotto nVent e nei materiali di formazione. | fogli di istruzioni sono disponibili sul sito www.nvent.com e presso il

vostro rappresentante locale dell’assistenza clienti di nVent. Un'installazione scorretta, 'uso improprio, I'applicazione errata

o0 altre inosservanze delle istruzioni e delle avvertenze di nVent possono causare un malfunzionamento del prodotto, danni

alle proprieta, lesioni corporee gravi e morte e/o I'annullamento della garanzia.


https://origin-nvent.nvent.com/it-it/raychem/products/thm847529-000
https://origin-nvent.nvent.com/it-it/raychem/products/thm847529-000

America del Nord

Europe, Middle East,

Tel +1.800.545.6258 Africa
Fax +1.800.527.5703 Tel +32.16.213.511
thermal.info@nvent.com Fax +32.16.213.604

Asia Pacific

Tel +86.21.2412.1688

Fax +86.21.5426.3167
cn.thermal.info@nvent.com

America Latina

Tel +1.713.868.4800
Fax +1.713.868.2333
thermal.info@nvent.com

thermal.info@nvent.com

Our powerful portfolio of brands:

RAYCHEM

PYROTENAX TRACER

NUHEAT
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