
 

ProtoNode

 

nVent RAYCHEM PROTONODE-RER is a range of external,
high performance multi-protocol gateways for customers
needing protocol translation between building management
systems (BMS) using BACnet® or Metasys® N2 and the
RAYCHEM C910-485, ACS-30, TT-TS12 and TTSIM
controllers.

CARATTERISTICHE

Flexible and versatile

Reliable: BTL Certification by BACnet International

Interoperable: multi-client and multi-server support for any industrial or building automation protocols

Flash upgradable

Reliable during long life: 2 year product warranty available

SPECIFICHE

Table 1/1

Numero catalogo Nome articolo Control Module

2000004256
PROTONODE-RER-1.5K

6 x C910-485, 6 x TT-TS12, 100 x
TTSIM, 5 x ACS-PCM2-5

2000004257
PROTONODE-RER-10K 34 x ACS-PCM2-5

AVVERTENZA
AVVERTENZA: i prodotti nVent devono essere installati e usati solo secondo le indicazioni riportate nei fogli delle istruzioni
del prodotto nVent e nei materiali di formazione. I fogli di istruzioni sono disponibili sul sito www.nvent.com e presso il
vostro rappresentante locale dell’assistenza clienti di nVent. Un’installazione scorretta, l’uso improprio, l’applicazione errata
o altre inosservanze delle istruzioni e delle avvertenze di nVent possono causare un malfunzionamento del prodotto, danni
alle proprietà, lesioni corporee gravi e morte e/o l’annullamento della garanzia.

https://origin-nvent.nvent.com/it-it/raychem/products/thm2000004256
https://origin-nvent.nvent.com/it-it/raychem/products/thm2000004257
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