
 

NGC-40 Series, Power Termination Module

 

nVent RAYCHEM NGC-40 Series - Power Termination
Module accepts a primary and redundant power supply
input, also accepts CAN bus inputs and provides for
termination of the CAN bus. Each NGC-40-PTM can provide
power for a maximum of 10 NGC-40 modules.

KENMERKEN

Din-rail mounted and part of the NGC-40 system

Provides primary power and CAN bus inputs/termination to the NGC-40 system

Easy to install and reliable

SPECIFICATIES

Table 1/2

Catalogusnum
mer

Naam van het
item

Voltage Rating
Voltage Rating
Type

Current Rating
@ 24 VDC

Bedrijfstemper
atuur

Hoogte

10730-005
NGC-40-PTM 24 V DC 1.5 A −40 to 65 °C 87 mm

Table 2/2

Catalogusnummer Naam van het item Breedte Diepte

10730-005
NGC-40-PTM 45 mm 106.4 mm

WAARSCHUWING
Producten van nVent moeten worden geïnstalleerd en gebruikt op de manier zoals is aangegeven in de nVent
productinformatiebladen en trainingsmaterialen. U kunt de poductinformatiebladen downloaden van www.nvent.com of
opvragen bij uw nVent-klantenservice. Door onjuist installeren, verkeerd gebruik, verkeerde toepassing of enige andere
handeling in strijd met de instructies en waarschuwingen van nVent kan het product mogelijk niet correct werken, ernstig of
fataal letsel en materiële schade veroorzaken en/of uw garantie ongeldig maken.

https://origin-nvent.nvent.com/nl-be/raychem/products/thm10730-005
https://origin-nvent.nvent.com/nl-be/raychem/products/thm10730-005


Noord-Amerika
Tel +1.800.545.6258
Fax +1.800.527.5703
thermal.info@nvent.com

 

Europe, Middle East,
Africa
Tel +32.16.213.511
Fax +32.16.213.604
thermal.info@nvent.com

 

Asia Pacific
Tel +86.21.2412.1688
Fax +86.21.5426.3167
cn.thermal.info@nvent.com

 

Latijns-Amerika
Tel +1.713.868.4800
Fax +1.713.868.2333
thermal.info@nvent.com

Our powerful portfolio of brands:

RAYCHEM PYROTENAX TRACER NUHEAT 22

mailto:thermal.info@nvent.com
mailto:thermal.info@nvent.com
mailto:cn.thermal.info@nvent.com
mailto:thermal.info@nvent.com

