
 

Low-Profile End Seal Kit

 

nVent RAYCHEM E-150 is a cold-applied low profile end seal
for trace heating cables in both non-hazardous and
hazardous locations. Includes cold-applied heating cable
core sealer.

KENMERKEN

Simple and fast to install and test

Cold-applied: no heat gun or hot work permit required, re-enterable

High performance: resistant to impact, high temperature, chemicals and UV

Reliable during long life: 10 year product warranty available, maintenance free

SPECIFICATIES

Table 1/2

Catalogusnum
mer

Naam van het
item

Model
Aansluiting
type

Voltage Rating
for FM, CSA

Voltage Rating
for PTB

Max Exposure
Temperature

979099-000
E-150

Heating Cable
End Piece

Cold Applied 277 V 254 V 215 °C

Table 2/2

Catalogusnummer Naam van het item Below Insulation

979099-000
E-150 Ja

WAARSCHUWING
Producten van nVent moeten worden geïnstalleerd en gebruikt op de manier zoals is aangegeven in de nVent
productinformatiebladen en trainingsmaterialen. U kunt de poductinformatiebladen downloaden van www.nvent.com of
opvragen bij uw nVent-klantenservice. Door onjuist installeren, verkeerd gebruik, verkeerde toepassing of enige andere
handeling in strijd met de instructies en waarschuwingen van nVent kan het product mogelijk niet correct werken, ernstig of
fataal letsel en materiële schade veroorzaken en/of uw garantie ongeldig maken.

https://origin-nvent.nvent.com/nl-nl/raychem/products/thm979099-000
https://origin-nvent.nvent.com/nl-nl/raychem/products/thm979099-000


Noord-Amerika
Tel +1.800.545.6258
Fax +1.800.527.5703
thermal.info@nvent.com

 

Europe, Middle East,
Africa
Tel +32.16.213.511
Fax +32.16.213.604
thermal.info@nvent.com

 

Asia Pacific
Tel +86.21.2412.1688
Fax +86.21.5426.3167
cn.thermal.info@nvent.com

 

Latijns-Amerika
Tel +1.713.868.4800
Fax +1.713.868.2333
thermal.info@nvent.com

Our powerful portfolio of brands:

RAYCHEM PYROTENAX TRACER NUHEAT 22
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