
Handle Assembly

 

The handle assembly attaches to the yoke of the pin driver.
The trigger initiates the driving of the wedge pins into the
couplers. Release of the trigger reverses the operation.

FUNKSJONER

Handle is adjustable for various application orientations

Simple trigger operation

SPESIFIKASJONER

Table 1/1

Katalognummer Enhetsvekt

ML541
0.45 kg

YTTERLIGERE PRODUKTDETALJER

Prior to installation, please read and understand the detailed instructions and safety notices provided in the nVent LENTON
Quick Wedge Operator's Manual.

ADVARSEL
nVent-produkter må installeres og brukes bare som beskrevet i nVent sine instruksjonsark og opplæringsmateriell.
Instruksjonsark er tilgjengelig på www.nvent.com og fra din nVent kundeservice-representant. Ukorrekt installasjon, misbruk,
feilaktig anvendelse eller annen manglende etterlevelse av nVent sine instruksjoner og advarsler kan føre til produktfeil,
skade på eiendom, alvorlige personskader og død og/eller gjøre garantien ugyldig.

 
We connect and protect

https://origin-nvent.nvent.com/no-no/lenton/products/efsml541


Nord-Amerika
+1.800.753.9221
Alternativ 1 –
Kundeservice
Alternativ 2 – Teknisk
støtte

 

Europa
Nederland:
+31 800-0200135
Frankrike:
+33 800 901 793  

Europa
Tyskland:
800 1890272
Andre land:
+31 13 5835404  

APAC
Shanghai:
+ 86 21 2412 1618/19
Sydney:
+61 2 9751 8500
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Dette dokumentet er systemgenerert.

Vår solide portefølje av merkevarer:
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