\/

<0 N
ﬂ\/eﬂt We connect and protect

Dry Contact Cable

Data Solutions

Dry Contact Cable to connect I/0 sensors e.g. smoke for
nVent SCHROFF RackPower PDU's.

FUNKCJE

Dry Contact Cable to connect I/0 sensors e.g. smoke

1T m Cable to Sensor box with integrated magnet for easy mounting and 1.8 m connection Cable
For RackPower RP1xxx, RP2xxx, RP6xxx Series PDU's

Hot pluggable for easy integration

Operating Temperature range 0 to 65 °C

SPECYFIKACJE

Table 1/1
Odtaczany kabel
Numer katalogowy Wspétpracuje z Wysokosé Liczba opakowan Typ wtyczki q . Y
wejsciowy
EA9110
RackPower 260mm 1 RJ45 Nie

OSTRZEZENIE

Produkty nVent powinny by¢ instalowane i uzywane wytgcznie zgodnie z instrukcjami i materiatami szkoleniowymi nVent.
Instrukcje sg dostepne na stronie www.nvent.com oraz u przedstawiciela dziatu obstugi klienta firmy nVent. Nieprawidtowa
instalacja, niewtasciwe uzycie, niewtasciwe zastosowanie lub inne nieprzestrzeganie instrukcji i ostrzezen nVent moze
spowodowa¢é nieprawidtowe dziatanie produktu, uszkodzenie mienia, powazne obrazenia ciata i Smier¢ i/lub utrate
gwarancji.



https://origin-nvent.nvent.com/pl-pl/data-solutions/products/encea9110
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