
 

SC Series, Below Insulation Power Connection
Kit

 

nVent RAYCHEM 1/2/3SC-xxPT is a range of below
insulation power connection kits for use in long line heat
tracing applications. Available in large or small, each with
copper-free aluminum conduit body with epoxy finish.

RECURSOS

Simple and fast to install: the small version has a conduit body with two 1/2" NPT entries, larger version 1" and each have
large top opening with cover for easy potting; includes 5 ft cold-lead wires and a 3-ft flexible stainless steel armor

Reliable during long life: 10 year product warranty available

NEMA Type 4 conduit body

ESPECIFICAÇÕES

Cable Entry Quantity: 2

Tipo de conexão: Cold Applied

Model: Heating Cable/Connection Cable

Instalação: On Pipe

Below Insulation: Sim

Table 1/1

Número do
catálogo

Nome do item Cable Entry Altura Largura Profundidade

100760-000
2SC-4PT 1 pol. 51 mm 178 mm 51 mm

141394-000
2SC-8PT 1 pol. 51 mm 178 mm 51 mm

A60192-000
2SC-6PT 1 pol. 51 mm 178 mm 51 mm

P000000336
1SC-4PT 1 pol. 51 mm 178 mm 51 mm

P000000337
1SC-6PT 1 pol. 51 mm 178 mm 51 mm

P000000338
1SC-8PT 1 pol. 51 mm 178 mm 51 mm

https://origin-nvent.nvent.com/pt-br/raychem/products/thm100760-000
https://origin-nvent.nvent.com/pt-br/raychem/products/thm141394-000
https://origin-nvent.nvent.com/pt-br/raychem/products/thma60192-000
https://origin-nvent.nvent.com/pt-br/raychem/products/thmp000000336
https://origin-nvent.nvent.com/pt-br/raychem/products/thmp000000337
https://origin-nvent.nvent.com/pt-br/raychem/products/thmp000000338


Número do
catálogo

Nome do item Cable Entry Altura Largura Profundidade

P000000404
3SC-4PT 1 pol. 51 mm 178 mm 51 mm

P000000405
3SC-6PT 1 pol. 51 mm 178 mm 51 mm

P000000406
3SC-8PT 1 pol. 51 mm 178 mm 51 mm

P000000339
1SC-12PT 1/2" 38 mm 140 mm 38 mm

P000000359
2SC-12PT 1/2" 38 mm 140 mm 38 mm

P000000407
3SC-12PT 1/2" 38 mm 140 mm 38 mm

AVISO
Os produtos nVent devem ser instalados e utilizados apenas conforme indicado nas fichas de instrução do produto e
materiais de treinamento da nVent. As fichas de instrução estão disponíveis em www.nVent.com e com nossos
representantes de atendimento ao cliente nVent. A instalação inadequada, uso incorreto, aplicação incorreta ou outra falha
qualquer em seguir completamente as instruções e avisos da nVent podem levar ao mau funcionamento do produto, danos
à propriedade, lesões corporais graves e morte, e/ou anular sua garantia.
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