\v

PN
ﬂ\/ent | CADDY We connect and protect

KP T-Bolt for C-Channel E4

CARACTERISTICAS

For use with C-Profiles

Pre-mounted with large washer and nut

ESPECIFICAGOES

Channel Type: E4

Acabamento: Electrogalvanized
Material: Ago
Table 1/1
Nidmero de . A Diametro do Comprimento do
; Nuamero do artigo A B
catalogo parafuso (Sc) parafuso (L)
KP3810035
590207 10 35mm 30 mm 23 mm
KP3808040
590210 8 40mm 30 mm 23 mm

DETALHES ADICIONAIS DO PRODUTO

Sliding force F2 is limited to 600 N for all types of Nuts and T-Bolts for C-channel System.


https://origin-nvent.nvent.com/pt-pt/caddy/products/efskp3810035
https://origin-nvent.nvent.com/pt-pt/caddy/products/efskp3808040

Nuts and T-Bolts for C-channel System

C-Channel Type

Pullout Force F1

E4 2600 N
DIAGRAMAS
T
B
o O
Se
AVISO

Os produtos nVent devem ser instalados e utilizados apenas conforme indicado nas fichas de instrugdo do produto e

materiais de treinamento da nVent. As fichas de instrugdo estdo disponiveis em www.nVent.com e com nossos

representantes de atendimento ao cliente nVent. A instalagcao inadequada, uso incorreto, aplicagéo incorreta ou outra falha

qualquer em seguir completamente as instrugdes e avisos da nVent podem levar ao mau funcionamento do produto, danos

a propriedade, lesdes corporais graves e morte, e/ou anular sua garantia.

América do Norte Europa Europa APAC

+1 800 753 9221 Paises Baixos: Alemanha: Xangai:

Opgéao 1 — Apoio ao cliente +31 800-0200135 800 1890272 +862124121618/19
Opgao 2 — Assisténcia Franca: Outros paises: Sydney:

técnica

\/

+33 800901 793

+31 13 5835404

+61 29751 8500

0 nosso forte portefélio de marcas:

CADDY ERICO HOFFMAN

nvent

©2025 nVent. All nVent marks and logos are owned or licensed by nVent Services GmbH or its affiliates. All other trademarks are the property of

ILSCO SCHROFF TRACHTE

their respective owners. nVent reserves the right to change specifications without notice.

nVent.com/CADDY | 2

This document is system-generated.


https://www.nvent.com/caddy
https://www.nvent.com/caddy

