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nVent CADDY Speed Link SLK Locking Device
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CARACTERISTICAS

Push/pull keyless release allows easy adjustments

Low-profile locking device minimizes visual impact

Cable spread of 90 degrees allows positioning the device closer to the load
Keyless release tubes are easy to operate while wearing gloves

Double-sided locking mechanism enables simple height adjustment

ESPECIFICAGOES

Table 1/2
Numero de Numero do . Wire Rope
. . Material . Altura (H) Largura (W) Espessura (T)

catalogo artigo Diameter
SLK2C200 Steel,

196600 Polypropylene, 1.5-2mm 55 mm 19 mm 12.5mm

Liga de zinco

SLK2R10 Steel,

196770 Polypropylene,  1.5-2mm 55 mm 19 mm 12.5mm

Liga de zinco


https://origin-nvent.nvent.com/pt-pt/caddy/products/efsslk2c200
https://origin-nvent.nvent.com/pt-pt/caddy/products/efsslk2r10

Numero de Numero do

; . Material
catalogo artigo
SLK3C200 Steel,
196730 Polypropylene,
Liga de zinco

Numero de catalogo Numero do artigo
SLK2C200

196600
SLK2R10

196770
SLK3C200

196730

DETALHES ADICIONAIS DO PRODUTO

Wire Rope

. Altura (H)
Diameter

3mm 62 mm

Table 2/2
Angulo (a)

90 ° Max

90 ° Max

90 ° Max

Largura (W) Espessura (T)

24 mm 16 mm

Certifications

UL, cUL, ITB

UL, ITB, cUL

Locking devices are only to be used with nVent CADDY Speed Link wire spools and accessories with the same specified Wire
Rope Diameter as the locking device. Do not use with any other wires.

DIAGRAMAS

AVISO

Os produtos nVent devem ser instalados e utilizados apenas conforme indicado nas fichas de instrugdo do produto e

materiais de treinamento da nVent. As fichas de instrucdo estéo disponiveis em www.nVent.com e com nossos

representantes de atendimento ao cliente nVent. A instalagdo inadequada, uso incorreto, aplicagao incorreta ou outra falha
qualquer em seguir completamente as instrugdes e avisos da nVent podem levar aoc mau funcionamento do produto, danos
a propriedade, lesbes corporais graves e morte, e/ou anular sua garantia.
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https://origin-nvent.nvent.com/pt-pt/caddy/products/efsslk3c200
https://origin-nvent.nvent.com/pt-pt/caddy/products/efsslk2c200
https://origin-nvent.nvent.com/pt-pt/caddy/products/efsslk2r10
https://origin-nvent.nvent.com/pt-pt/caddy/products/efsslk3c200
https://www.nvent.com/caddy
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