
Syspend 281-Max Angle Coupling Tilted
Forward

 

Use Angled Coupling Tilted Forward to mount enclosure at a
15-degree forward angle. Enclosure can be rotated 300
degrees and locked in position. Includes safety stop and
maintenance-free bearing.

CARACTERISTICI

Coupling can rotate 300 degrees with stop

Gasket, set screws, and mounting hardware are included

Assembled Syspend 281 HMI Arm System has a max weight load of 281 lb. (127.7 kg)

 
We connect and protect



SPECIFICAȚII

Table 1/1

Număr de catalog Height Width Depth Material Finish Color

S2MACF
205mm 107mm 107mm Aluminiu Vopsit Pulbere Jet Black

AVERTIZARE
Produsele nVent trebuie instalate și utilizate numai așa cum este indicat în fișele de instrucțiuni și materialele de formare ale
nVent. Fișele de instrucțiuni sunt disponibile pe www.nvent.com și de la reprezentantul dvs. de servicii clienți nVent. O
instalare incorectă, o utilizare abuzivă, o aplicare greșită sau orice altă lipsă de respectare completă a instrucțiunilor și
avertismentelor nVent poate duce la defectarea produsului, la deteriorarea proprietății, la răniri corporale grave și moarte
și/sau poate anula garanția dvs.
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