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Syspend 281-Max Set-Up Joint

Syspend 281-Max Set-Up Joint mounts suspension system
to a horizontal surface. Arm can be rotated or turned 300
degrees. Includes safety stop and maintenance-free
bearing.

CARACTERISTICI

Set screws and gasket are included
Surface mounting fasteners are not provided
Gray plastic cable access cover is included

Assembled Syspend 281 HMI Arm System has a max weight load of 281 Ib. (127.7 kg)



SPECIFICATII

Table 1/1
Numar de catalog Height Width Depth Material Finish Color
S2MSJ
137mm 274mm 125mm Aluminiu Vopsit Pulbere Jet Black
AVERTIZARE

Produsele nVent trebuie instalate si utilizate numai asa cum este indicat in fisele de instructiuni si materialele de formare ale
nVent. Fisele de instructiuni sunt disponibile pe www.nvent.com si de la reprezentantul dvs. de servicii clienti nVent. O
instalare incorecta, o utilizare abuziva, o aplicare gresita sau orice alta lipsa de respectare completa a instructiunilor si
avertismentelor nVent poate duce la defectarea produsului, la deteriorarea proprietatii, la raniri corporale grave si moarte
si/sau poate anula garantia dvs.

\v
Portofoliul nostru puternic de marci:

“, N
n\/ent CADDY ERICO HOFFMAN ILSCO SCHROFF TRACHTE

©2025 nVent. All nVent marks and logos are owned or licensed by nVent Services GmbH or its affiliates. All other trademarks are the property of
their respective owners. nVent reserves the right to change specifications without notice.

This document is system-generated. nVent.com/HOFFMAN | 2



https://origin-nvent.nvent.com/ro-ro/hoffman/products/encs2msj
https://www.nvent.com/hoffman
https://www.nvent.com/hoffman

