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This EMC separation plate gasket seals the space around
the separation plates to maintain the IP 43 rating and
improve the EMC performance between segregated
enclosures.

FEATURES

Description: To obtain an EMC shielded section in a suited panel in combination with the separation plate SPD.

Material: Polyurethane foam with conductive layer (UL94HB).

Protection: IP 43, TYPE 1.

Pack quantity: 6 m.

 
We connect and protect



SPECIFICATIONS

Table 1/1

Catalog Number Высота мм Ширина мм Глубина мм
Enclosure
Material

Product Family Material

SPDEG01
17mm 17mm 772mm Galvanized Steel Free-Standing Foam

WARNING
nVent products shall be installed and used only as indicated in nVent's product instruction sheets and training materials.
Instruction sheets are available at www.nvent.com and from your nVent customer service representative. Improper
installation, misuse, misapplication or other failure to completely follow nVent's instructions and warnings may cause
product malfunction, property damage, serious bodily injury and death and/or void your warranty.

 

©2025 nVent. All nVent marks and logos are owned or licensed by nVent Services GmbH or its affiliates. All other trademarks are the property of

their respective owners. nVent reserves the right to change specifications without notice.

This document is system-generated. 

Our powerful portfolio of brands:

CADDY ERICO HOFFMAN ILSCO SCHROFF TRACHTE

nVent.com/HOFFMAN | 2nVent.com/HOFFMAN | 2

https://origin-nvent.nvent.com/ru-kz/hoffman/products/encspdeg01
https://www.nvent.com/hoffman
https://www.nvent.com/hoffman

