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Spot Leak Detection Sensor

Data Solutions

Spot Fluid Leak Sensor to detect punctual leak for nVent
SCHROFF RackPower PDU's.

DESIGN

Spot Fluid Leak Sensor to detect punctual leak

5 m Connection Cable

For RackPower RP1xxx, RP2xxx, RP6xxx Series PDU's
Hot pluggable for easy integration

Operating Temperature range 0 to 65 °C

Measuring Range < 2 MOHMS PER CM

SPECIFIKATIONER

Table 1/1
Antal i Lostagbar
Katalognummer Fungerar med Hojd . . Kontakttyp L.
forpackningen ingangskabel
EA9111
Rackeffekt 370mm 1 RJ45 Nej
VARNING

nVent produkter ska installeras och anvéndas endast sd som anges i nVents bruksanvisning och utbildningsmaterial.
Bruksanvisningar ar tillgangliga pd www.nvent.com och fran din nVent kundtjanstrepresentant. Felaktig installation,
missbruk, felapplicering eller annan brist i att helt folja nVents instruktioner och varningar kan orsaka att produkten brister,
egendomsskador, allvarliga kroppsskador och dddsfall och/eller ogiltigforklara din garanti.


https://origin-nvent.nvent.com/sv-se/data-solutions/products/encea9111
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