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Syspend 180-Max vertikal panelkoppling

Syspend 180-Max Vertical Panel Coupling mounts a vertical
tube to the back of an enclosure or screen using Video
Electronics Standards Association (VESA) mounting. The
coupling has mounting holes drilled for standard VESA 75
and 100 flange sizes. It enables the enclosure to rotate 300
degrees and can be locked into a given position. The vertical
panel coupling has a safety stop and maintenance-free
bearings.

DESIGN

Coupling can rotate 300 degrees with stop
Gasket, set screws, and mounting hardware are included
White aluminum cable access cap is included

Assembled Syspend 180 HMI Arm System has a max weight load of 180 Ib. (81.6 kg)



SPECIFIKATIONER

Material: Aluminium

Slutfor: Pulverlackerad

Katalognummer Hojd Bredd
STMPCVG
185mm 120mm
STMPCV
256mm 140mm
VARNING

Table 1/1
Djup Farg
140mm Ljusgra
120mm Kolsvart

Fargkod Tjocklek
RAL 7035 5.5mm
RAL 9005 5.5mm

nVent produkter ska installeras och anvandas endast sa som anges i nVents bruksanvisning och utbildningsmaterial.
Bruksanvisningar ar tillgangliga pd www.nvent.com och fran din nVent kundtjanstrepresentant. Felaktig installation,

missbruk, felapplicering eller annan brist i att helt folja nVents instruktioner och varningar kan orsaka att produkten brister,
egendomsskador, allvarliga kroppsskador och dodsfall och/eller ogiltigforklara din garanti.
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©2025 nVent. Alla nVent-marken och -logotyper &gs eller licensieras av nVent Services GmbH eller dess narstdende bolag. Alla andra varumérken
tillhor respektive dgare. nVent férbehéller sig ratten att andra specifikationer utan foregaende meddelande.
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